UNI-GUIDES
SERIES 616

616 SERIES UNI-GUIDE FEATURES
#® Variety of Sizes for Equipment Design Flexibility ‘A’ 616 SERIES
@ Accepts .062 (1.57) Nominal Thickness P.C. Board g UNI-BUIDE
@ Supports P.C. Board and Provides Board to Connector i
Alignment — 250 (6.35) I__ C'— i
& May be Installed in a "Back to Back" Configuration i
#® Easy Installation Using .093 (2.36) Dia. Eyelets or Pop Rivets —— '@'— —_— _“@‘:é‘(v 92)
or Two Sided Tape (Very High Bond) |

10D (254) DA THROUGH HOLES WITH
195 (495) DA X .125 (3.18) DEEP COUNTERBORE

SPECIFICATIONS

@ Uni-Guide Material: Polycarbonate, Colour: Grey
& Operating Temperature: -65 to +105 Degrees C

616 SERIES UNI-GUIDES

Part Number "A" 3 2}

616-220-301 6375 (161.92) (149.23)
616-220-302 2500  (63.50) ] (50.80)
616-220-303 4500 (114.30) i (101.60)
616-220-304 5500 (139.70) / (127.00)
616-220-305 8.000 (203.20) : (190.50)
616-220-306 9.000 (228.60) (215.90)
616-220-307 11.000 (279.40) (266.70)
616-220-310 9.000 (228.60) 0
616-220-311 9.000 (228.60) =
616-220-313 11.000 (279.40) (266.70)
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